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The Mettler Toledo model RS-P26/01 is the ideal companion to use with 

Mecmesin digital force gauges and digital torque testers. Simple to operate, it 

is the perfect solution for printing on regular ‘non-thermal’ paper, meeting the 

requirements of modern quality assurance systems - GLP, GMP, ISO 9001 etc.

The print-out can include:

• A date-time stamp

• Indication of direction: tension, compression, 

 clockwise and counter-clockwise torque

• Units of measurement

Ideally suited for medical, pharmaceutical and cosmetic industries

Mettler Toledo
RS-P26/01 Printer
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Mecmesin reserves the right to alter equipment specifications without prior notice.  

E&OE

The printer is suitable for use with our Digital Torque Testers and Digital Force Gauges

Orbis
Tornado

Specifications

Interface Cables (sold 
seperately),  see table, below

AFG Advanced Force Gauge
BFG Basic Force Gauge
AFTI Advanced Force & 

Torque Indicator

Print speed 2.3 lines per second 

Print unit durability 1.5 million lines 

Print colour Mono only 

Interface RS232 

Dimensions 120 mm (w) x 203 mm (d) x 73 mm (h) 

Net weight 740 g (paper roll incl.) 

Ordering information
RS-P26/01 Printer with 1 paper roll and UK plug 432-502 

Optional exras

RS-P26/01 Printer with 1 paper roll and Euro plug 432-503 

RS-P26/01 Printer with 1 paper roll and USA plug 432-516 

Interface cable RS-P26/01 to AFG, AFTI, Orbis, Tornado 351-059 

Interface cable RS-P26/01 to BFG 351-054


