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Swivel Test Hooks

Description
Swivel hooks are specifically designed to align samples when testing tension springs. They are usually used in 
conjunction with fixed test hooks.

Applications
Used for general purpose tensile testing of:
• tension springs 

Specifications

Part No. Load Capacity Thread 1 Max. Specimen Diameter (ØA) Diameter (ØC) Length (B) Weight

432-392 50 N / 5 kgf / 11 lbf 10-32 UNF 8 mm (0.32″) 3 mm (0.12″) 50 mm (1.97″) 28 g (0.06 lb)

432-391 500 N / 50 kgf / 110 lbf 10-32 UNF 14 mm (0.55″) 6 mm (0.24″) 83 mm (3.28″) 50 g (0.11 lb)
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Mecmesin reserves the right to alter equipment specifications without prior notice.  
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China 
Mecmesin (Shanghai) Pte Ltd 

w: www.mecmesin.com/zh
e: sales@mecmesin.cn

France  
Mecmesin France 

w: www.mecmesin.com/fr
e: contact@mecmesin.fr

Germany 
Mecmesin GmbH 

w: www.mecmesin.com/de
e: info@mecmesin.de

Asia 
Mecmesin Asia Co., Ltd 

w: www.mecmesin.com/th
e: sales@mecmesinasia.com

Head Office 
Mecmesin Limited 

w: www.mecmesin.com
e: sales@mecmesin.com

North America 
Mecmesin Corporation 

w: www.mecmesin.com
e: info@mecmesincorp.com

Swivel Test Hooks
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432-XXX Test Hook Swivel

ALL DIMENSIONS ARE IN MILLIMETRES
FOLLOWED BY INCHES: MM ( IN" )
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29° MAX

DRAWING APPLIES TO PT NO:
432-391 & 432-392

19 0,748"
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