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Eccentric Cam Grip, QC fitting
Eccentric Cam Grips – easy to use and self-tightening
Applicable for soft and flexible samples, foils, plastics, rubber, etc.

Mec7-1 Eccentric Cam Grip
• Tensile force: 1 kN
• Pyramid (serrated) faced roller, 25mm Ø
• Clamping width 50mm, specimen thickness 0 – 7 mm
• Body: aluminum anodized
• Weight: 509 gram 
• Scope of delivery: 1 grip 

Mec7-1-SR Eccentric Cam Grip 
• Tensile force: 1 kN
• Smooth roller, 25mm Ø, rubber base plate
• Clamping width 50mm, specimen thickness 0 – 7 mm
• Body: aluminum anodized
• Weight: 509 gram 
• Scope of delivery: 1 grip 

Mec7-5 Eccentric Cam Grip
• Tensile force: 5 kN 
• Pyramid (serrated) faced roller, 30mm Ø 
• Clamping width 50mm, specimen thickness 0 – 7mm
• Body: aluminum anodized
• Weight: 667 gram
• Scope of delivery: 1 grip

Mec7-10 Eccentric Cam Grip
• Tensile force: 10 kN 
• Pyramid (serrated) faced roller, 50mm Ø 
• Clamping width 60mm, specimen thickness 0 – 8 mm
• Body: steel, manganese phosphate coating
• Weight: 3.35 Kg
• Scope of delivery: 1 grip Te
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Mecmesin reserves the right to alter equipment specifications without prior notice.  
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China 
Mecmesin (Shanghai) Pte Ltd 

w: www.mecmesin.com/zh
e: sales@mecmesin.cn

France  
Mecmesin France 

w: www.mecmesin.com/fr
e: contact@mecmesin.fr

Germany 
Mecmesin GmbH 

w: www.mecmesin.com/de
e: info@mecmesin.de

Asia 
Mecmesin Asia Co., Ltd 

w: www.mecmesin.com/th
e: sales@mecmesinasia.com

Head Office 
Mecmesin Limited 

w: www.mecmesin.com
e: sales@mecmesin.com

North America 
Mecmesin Corporation 

w: www.mecmesin.com
e: info@mecmesincorp.com

Mec7-5 Mec7-10

Dimensions mm (inch)

For more information on QC fittings, refer to datasheet 431-354 
Adapters for QC range of grips.
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