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Heavy-duty Textile Grips,
 QC fitting

Description
Heavy-duty textile grips are ideally suited to tension testing of fabrics, textiles and webbing. The grips are very easy 
to load, and the self-tightening action ensures that the sample does not slip. Grips are supplied in pairs.

Applications
Used for tensile testing of:
• fabrics 
• webbing 
• textiles 

Specifications

Part No. Load Capacity Post Ø Sample Thickness Min./Max. (A) Max. Specimen Width Length

432-434 50 kN / 5000 kgf / 11000 lbf QC-32 0.5 mm / 3 mm (0.02″ / 0.118″) 81 mm (3.18″) 224 mm (8.82″)
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Mecmesin reserves the right to alter equipment specifications without prior notice.  
E&OE
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432-434 Heavy Duty Textile Grip 50 kN

ALL DIMENSIONS ARE IN MILLIMETRES
FOLLOWED BY INCHES: MM ( IN" )

177 6,969"

R 40 1,575"

81 3,177"

105 4,134"
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32 1,26"O
O 12,7 0,5"

58 2,283"
DAYLIGHT

17 0,669"

110 4,331"

R 40 1,575"

60°

MAX O 3 (0,118)
MIN O 0,5 (0,020)

Dimensions mm (inch)

For more information on QC fittings, refer to datasheet 431-354 
Adapters for QC range of grips.
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