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Popper Cam Base

Description
The popper cam base is secured to the base of a test stand to test the strength of poppers and press studs. The 
popper is fed through the retaining hole and positioned over the retaining post. The lever of the cam mechanism is 
locked down to raise the popper with the fabric so that it can easily be gripped typically the 3-jaw popper pull-off 
fixture is used.

Applications
Used by clothing manufacturers for test-to-failure testing for compliance
with BS 7907:2007 on
• poppers and press studs

Specifications

Part No. Load Capacity Thread Popper Size Length Weight

432-179 1 kN / 100 kgf / 225 lbf 10-32 UNF 13 - 15 ligne 68 mm (2.68") 760 g (1.7 lb)
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Mecmesin reserves the right to alter equipment specifications without prior notice.  
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China 
Mecmesin (Shanghai) Pte Ltd 

w: www.mecmesin.com/zh
e: sales@mecmesin.cn

France  
Mecmesin France 

w: www.mecmesin.com/fr
e: contact@mecmesin.fr

Germany 
Mecmesin GmbH 

w: www.mecmesin.com/de
e: info@mecmesin.de

Asia 
Mecmesin Asia Co., Ltd 

w: www.mecmesin.com/th
e: sales@mecmesinasia.com

Head Office 
Mecmesin Limited 

w: www.mecmesin.com
e: sales@mecmesin.com

North America 
Mecmesin Corporation 

w: www.mecmesin.com
e: info@mecmesincorp.com

Dimensions mm (inch)
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432-179 Popper Cam Base
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