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Crosshead Extensions  
and Elevated Base Plate

Part No. Load Capacity Thread 1 Width Depth Height

432-406 1.6 kN 160 kgf  350 lbf M5 203 mm 7.99″ 203 mm 7.99″ 62 mm 2.44″

Part No. Load Capacity Thread 1 Depth (A)

432-307 2 kN M5 16 mm 0.63″

432-508 1.6 kN M5 38 mm 1.50″

Description
The 38 mm crosshead extension and elevated base plate are supplied together as a kit under part number 432-406. 
They are used for fitting larger samples up to 200 mm diameter to a single-column MultiTest system. The baseplate 
replaces the standard 8 mm height anvil plate. When fitted, the cantilever effect of such an extension serves to 
reduce the maximum rating to 1.6 kN.
The 38 mm and 16 mm crosshead extensions are available to order separately for applications requiring increased 
space. Suitable for both tension and compression.
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Mecmesin reserves the right to alter equipment specifications without prior notice.  
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China 
Mecmesin (Shanghai) Pte Ltd 

w: www.mecmesin.com/zh
e: sales@mecmesin.cn

France  
Mecmesin France 

w: www.mecmesin.com/fr
e: contact@mecmesin.fr

Germany 
Mecmesin GmbH 

w: www.mecmesin.com/de
e: info@mecmesin.de

Asia 
Mecmesin Asia Co., Ltd 

w: www.mecmesin.com/th
e: sales@mecmesinasia.com

Head Office 
Mecmesin Limited 

w: www.mecmesin.com
e: sales@mecmesin.com

North America 
Mecmesin Corporation 

w: www.mecmesin.com
e: info@mecmesincorp.com

Dimensions mm (inch)
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