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Specifications

Mini V-block

Description
The mini V-block is a precision-engineered mounting block which allows smaller samples to be securely held in a 
centrally-aligned position, without excessive clamping force.

V-block Fixtures to hold 'irregular shaped' samples
 
Alternative V-block fixtures can be designed and manufactured for specific requirements. Contact Mecmesin for 
details.

Part No. Thread 1 Jaw Opening Height

432-423 4 x M4 5 - 26 mm (0.2″ - 1.02″) 54 mm (2.13″)
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Mecmesin reserves the right to alter equipment specifications without prior notice.  
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China 
Mecmesin (Shanghai) Pte Ltd 

w: www.mecmesin.com/zh
e: sales@mecmesin.cn

France  
Mecmesin France 

w: www.mecmesin.com/fr
e: contact@mecmesin.fr

Germany 
Mecmesin GmbH 

w: www.mecmesin.com/de
e: info@mecmesin.de

Asia 
Mecmesin Asia Co., Ltd 

w: www.mecmesin.com/th
e: sales@mecmesinasia.com

Head Office 
Mecmesin Limited 

w: www.mecmesin.com
e: sales@mecmesin.com

North America 
Mecmesin Corporation 

w: www.mecmesin.com
e: info@mecmesincorp.com

Dimensions mm

1:1 @ A3

432-423 Mini V-Block

ALL DIMENSIONS ARE IN MILLIMETRES
FOLLOWED BY INCHES: MM ( IN" )
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